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Optimization of graphene-based materials
outperforming host epoxy matrices†
Cite this: RSC Adv., 2015, 5, 36969

L. Guadagno,*a M. Raimondo,a L. Vertuccio,a M. Mauro,b G. Guerra,b K. Lafdi,c B. De
Vivo,d P. Lamberti,d G. Spinellid and V. Tuccid
The degree of graphite exfoliation and edge-carboxylated layers can be controlled and balanced to
design lightweight materials characterized by both low electrical percolation thresholds (EPT) and
improved mechanical properties. So far, this challenging task has been undoubtedly very hard to
achieve. The results presented in this paper highlight the eﬀect of exfoliation degree and the role of
edge-carboxylated graphite layers to give self-assembled structures embedded in the polymeric
matrix. Graphene layers inside the matrix may serve as building blocks of complex systems that could
outperform the host matrix. Improvements in electrical percolation and mechanical performance have
been obtained by a synergic eﬀect due to ﬁnely balancing the degree of exfoliation and the chemistry
of graphene edges which favors the interfacial interaction between polymer and carbon layers. In
particular, for epoxy-based resins including two partially exfoliated graphite samples, diﬀering
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essentially in the content of carboxylated groups, the percolation threshold reduces from 3 wt% down
to 0.3 wt%, as the carboxylated group content increases up to 10 wt%. Edge-carboxylated nanosheets

DOI: 10.1039/c5ra04558d

also increase the nanoﬁller/epoxy matrix interaction, determining a relevant reinforcement in the

www.rsc.org/advances

elastic modulus.

1

Introduction

The use of graphite and/or exfoliated graphite (EG) has been
extensively explored in order to produce conductive thermoplastic and/or thermosetting polymers with enhanced chemical
and physical properties,1–7 but a clear understanding concerning the optimal transfer of the ller properties to the polymer
composite has not yet been achieved. The eﬀorts of material
designers have been focused on the use of exfoliated graphite
based polymer especially in the area of lightweight materials.
These materials are strongly desired for better environmental
and economic sustainability particularly in the transport sector,
where future perspectives have to take into account the two
main principles of minimizing vehicle weight, to deliver
fuel/energy minimization; and compliance with sustainability
requirements.
Polymer/graphene based nanocomposites show a transition
from insulating to conducting behavior at the onset of a
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percolating structure with electrical percolation thresholds
lower than 0.5 vol% and high electrical conductivity
(0.1 S m1) associated with the homogeneous dispersion of
fully exfoliated graphene samples.8–18 Conversely, many
researchers reported diﬀerent data,19–21 i.e. even with an excellent graphene dispersion, materials with rather high percolation thresholds and poor electrical conductivities19–22 are
obtained, probably due to the lack in forming interconnected
conductive paths. The large improvement in electrical conductivity is generally attributed to several mechanisms, such as
better graphite exfoliation,10,11,13–15,18 special graphene,8,9,12
polymer functionalization16 or to suitable graing of polymers
into graphene.16,17
The work here described demonstrates that full exfoliation
of graphite (graphene layers) may not be the approach to pursue
to achieve very low percolation thresholds and high electrical
conductivity especially for bulk polymers. The presented results
highlight that perfect graphene layers (without defects) originated from full exfoliated graphite tend to reassemble during
the manufacturing of the nanocomposites. In fact, strong
functionalization procedures are needed to obtain graphene in
the form of single layer embedded in the polymeric matrix.
In this last case, the functional groups attached to the graphene layers prevent the re-assembling of layers due to steric
and energy factors. Unfortunately, due to the transition from
sp2 to sp3-hybridization of carbon atoms, functionalized single
layers (SL) of graphene tend to lose delocalized electrons and,
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therefore, the very interesting electronic properties of graphene,
hence reducing the electrical conductivity of graphene-based
nanocomposites. This eﬀect is further worsened by the diﬃculty of single layers to form conductive paths inside the bulk
polymeric matrix due to characteristic morphological features
of functionalized SL graphene layers. In fact, the functional
groups act as defects imparting to the layers strong tendencies
to screw up which lead to severe inhomogeneities in the
nanoller dispersion also preventing the formation of conductive pathways. On the other hand, signicant benets in terms
of physical properties can be achieved for ultrathin graphitic
stacks which preserve a large part of sp2-hydridized carbon
atoms, and hence their graphene-like electronic properties. A
deep balance and control of the inherent complexity of these
systems at nanoscale level may drive the changes in the nanocomposite properties towards the set goals. In light of these
considerations, samples of partially exfoliated graphite have
been considered both to avoid the negative eﬀect of single
graphene layers and to maximize the benecial eﬀects of
graphene-based materials for bulk samples.
The results here discussed seem to indicate that polymer
(epoxy-based) composites with a very small percentage (starting
from 0.1%) of graphitic materials, exhibiting a large fraction
(nearly 40%) of highly ordered hexagonal graphite, can reach
percolation thresholds and electrical conductivities similar and
even better than those obtained for graphene-based
nanocomposites.
Edge structures of graphitic blocks can be controlled for
improving the performance of nanocomposites, as here evidenced by analyzing the properties of epoxy resins lled with
very similar graphene-based materials, diﬀering essentially for
the exfoliation degree and consequently for the concentration of
carboxylated groups on the nanoparticle edges. The impact of
the chosen strategy on the electrical and mechanical properties
is very signicant. The chemistry of graphene edges strongly
aﬀects the physical properties of the resin where these nanoparticles are embedded and drive the changes in the nanocomposite properties towards the desired goals.

2 Results and discussion
2.1

Characterization of the nanoller

Exfoliated graphite was prepared by processes of intercalation
and exfoliation starting from high surface area of natural ake
graphite with an average diameter of 500 mm. The intercalated
graphite compound was subjected to sudden heat treatment in
a high temperature reactor (900  C).
Changes in the degree of exfoliation were obtained by
changing the resident time in the uidized bed as described in
the Experimental section. The change in the exfoliation degree
also causes a diﬀerent percentage of carboxylated groups on the
nanoparticle edges. Here, to simplify the treatment, the results
of two samples are shown. The comparison among diﬀerent
analyzed llers is described in more detail in the section ESI.†
In particular, two samples of partially exfoliated graphite
(pEG) and carboxylated partially exfoliated graphite (CpEG),
diﬀering for the exfoliation degree and hence for the content of
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carboxylated groups, were prepared with the aim to achieve
consistent comprehension about the properties of resins lled
with graphene-based nanoparticles.
Fig. 1 presents (a) the TGA thermograms of pEG and CpEG
samples (at heating rate of 10  C min1) under air atmosphere,
(b) the X-ray diﬀraction patterns, (c) the micro-Raman spectra
recorded at the edge of the basal plane of the two sample and (d)
the Scanning Electron Microscopy (SEM) images.
Fig. 1(a) shows that the pEG sample starts to lose weight at
650  C due to the combustion to carbon dioxide. The CpEG
powder exhibits two main steps of mass loss at 300 and 650  C,
which can be attributed to the removal of oxygen-containing
groups and carbon oxidation, respectively. TGA curves indicate an amount of carboxylated groups of about 10 wt% for the
sample CpEG.
The X-ray patterns of Fig. 1(b) show an intense and narrow
002 graphite reection, (with d ¼ 0.339 nm, and high correlation length perpendicular to the graphitic planes, close to 40
nm) superimposed on a broad amorphous halo. The appearance of 101 and 112 reections indicate the presence of
hexagonal graphite with ABAB stacking of layers. The ratio
between the area of the 002 peak and of the amorphous halo
roughly centered at 2q ¼ 26 indicates that the percentage of
exfoliated graphite is slightly diﬀerent for the two samples (56%
for pEG and 60% for CpEG). Hence, pEG and CpEG samples,
although markedly diﬀerent as for their functionalization level,
exhibit very similar structural organization. In particular, CpEG
with respect to pEG shows a small increases in the amount of
the exfoliated phase (7%) and of surface area (11%) (see, inset in
Fig. 1(b)).
In the Micro-Raman (MR) spectra (Fig. 1(c)), the D band at
1351 cm1 associated with the edge distortion23 is negligibly
weak due to the presence of graphitic blocks in both samples
with a ratio of the D-band to G-band intensity (ID/IG) equal to
0.028 and 0.013 for pEG and CpEG samples respectively. The 2D
peak between 2600 and 2800 cm1 in bulk graphite consists of
two components 2D1 and 2D2.24 The relative intensity of these
two peaks can be associated with the number of layers for graphene blocks containing less than 5 layers. In particular, it was
noted from early studies that an increase in layers leads to a
signicant decrease of the relative intensity of the lower
frequency 2D1 peak.25 Although pEG and CpEG samples contain
graphitic blocks composed of a number of layers > 5, this type of
investigation was qualitatively applied to get further information from the MR spectra. In order to separate the individual
peaks 2D1 and 2D2, a curve resolving algorithm was applied;26
the ratio I2D1/IG is 0.226 and 0.251 for pEG and CpEG samples
respectively. The small increase in the value of this ratio is in
agreement with the RX investigation showing a small increase
in the fraction of the exfoliated phase of CpEG with respect to
pEG sample. These two spectra are very diﬀerent from that
detected for the completely exfoliated graphene SL (see ESI†).
SEM investigation of pEG sample in Fig. 1(d) evidences in
some zones (top right) structures like veils of silk on the at
surface of the pin stub; however in all zones at ake-like
surfaces can be observed. SEM image of the CpEG sample

This journal is © The Royal Society of Chemistry 2015
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Comparative characterizations of the pEG and CpEG samples: (a) TGA scans under air atmosphere. (b) X-ray diﬀraction patterns. (c) MicroRaman spectra recorded at the edge of the basal plane. (d) Scanning Electron Microscopy (SEM) images.

Fig. 1

shows a more uﬀy morphology consistent with a higher
percentage of EG.
Table 1 shows the results of the elemental analysis of the
graphitic samples. They highlight an oxygen content of 0.4 wt%
for the sample pEG and 8.5 wt% for the sample CpEG. Sample
pEG appears to be the sample with the smallest number of
functional groups, in fact the value of the ratio C/O is the
highest one.
Fig. 2 shows the FTIR spectra of pEG and CpEG together with
their appearance.
The visual observation which refers to the same amount of
nanoller (0.026 grams) gives an idea of the diﬀerence in
volume between the samples pEG and CpEG. Although the
diﬀerence in the exfoliation degree is quite small (7%), it
associated to the volume is very high (more than double). This

Results of elemental analysis on anhydrous samples of pEG
and CpEG

Table 1

Elemental composition (% wt)
Sample

C

H

N

O

S

C/O

pEG
CpEG

99.5
91.3

0.1
0.2

0.0
0.0

0.4
8.5

0.0
0.0

248.7
10.7

This journal is © The Royal Society of Chemistry 2015

result is not surprising for an investigation involving the
nanoller volume which is strongly aﬀected by treatments
acting at nano-scale level.
FTIR spectra of pEG and CpEG samples show the presence of
oxygenated functional groups (mainly carboxylic, hydroxyl and
epoxide), whose concentration is slightly lower in the pEG
sample. The presence of diﬀerent type of oxygen functionalities
was conrmed by the bands at 3430 cm1 (O–H stretching
vibrations), at 1730–1740 cm1 (stretching vibrations from
C]O), at 1627–1635 cm1 (skeletal vibrations from unoxidized
graphitic domains), at 1220 cm1 (C–OH stretching vibrations).
The samples pEG and CpEG show a quite similar prole of
the bands except for the prole of the peaks between 1000 and
1300 cm1 (in this spectral range, the prole of CpEG sample is
more similar to the spectrum of SL graphene – see ESI†). In fact
in CpEG sample we can observe the more intense peak at
1115 cm1. This peak is most likely due to the presence of O–C–C
stretching of aromatic esters. In fact, it is worth noting that C–C–
O, and O–C–C stretches for aromatic ester fall into diﬀerent
ranges than saturated esters.27 In particular, the conjugation
modies the wavenumbers of the ester signals and the O–C–C
stretch of aromatic esters falls between 1130 and 1100 cm1.
In light of these considerations, we can aspect that, in phase
of preparation of the lled samples, same of the –OH groups of
carboxyl acids condense with –OH hydroxyl groups to form
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FTIR spectra of the pEG and CpEG (on the left) and visual observation of pEG and CpEG samples characterized by the same weight (on the

right).

aromatic ester groups according with the picture of the schematic arrangement (d) of Fig. 5 described in the next section.
It is worth noting that carboxyl groups are expected to be
mainly located at the edge of graphene layers or graphitic
blocks;28 then the previous results together with the elemental
analysis highlight that sample CpEG is characterized by the
higher concentration of carboxylated groups at the edge of
graphene layers or graphitic blocks, which can create selfassembly structures through intermolecular hydrogen
bonding that in some regions can also form aromatic ester
groups bonding diﬀerent graphene layers/blocks. In the case of
SL graphene, due to the absence of graphitic blocks, functional
groups attached to the layers may irreversibly crumple on them
self, losing the planarity (see ESI†).

2.2

Characterization of the nanocomposites

The polymer used for the matrix material was a mixture of tetraglycidylmethylene dianiline (TGMDA) and 1,4-butanedioldiglycidylether (BDE). This particular epoxy formulation has
proven to be very eﬀective for improving nanoller dispersion
due to a decrease in the viscosity,29–31 and to reduce the moisture
content which is a very critical point for structural epoxy
resins.32,33
The powders of pEG and CpEG samples were embedded
inside the epoxy mixture which was solidied using the experimental procedure described in the section “Experimental”.
Fig. 3 shows (a) the X-ray diﬀraction patterns of the unlled
epoxy mixture TBD, and the nanolled epoxy composites
TBD–pEG 2% wt, TBD–CpEG 1.8% wt and (b) TEM images of the
nanolled epoxy composite at 1.8 wt% of CpEG (on the le) and
2 wt% of pEG (on the right).
The X-ray diﬀraction patterns of nanolled epoxy composite
with 2 wt% of pEG and 1.8 wt% of CpEG show the presence, in
both nanocomposites, of intense 002 peaks as well as of weak
112 peaks, indicating the maintenance in the composite of the
hexagonal graphite stacks (with a correlation length in the
range 40–45 nm) of the considered llers. The eﬀect of the
processing conditions on structural organization of pEG and
CpEG is discussed in detail in the section ESI.†

36972 | RSC Adv., 2015, 5, 36969–36978

Fig. 3(b) shows TEM images of the two epoxy-based
composites. The nanoparticles in the resin consist of small
stacks of graphene that are from 1 to about 16 nm thick, with
diameters ranging from sub-micrometer to hundreds of mm.
Multilayer graphene stacks are observable in both the samples.
In particular, thin arrows indicate the edges of the individual
layers and the bold arrow points out a folded oﬀ-plane fragment
of layer. From the high magnication of the TEM image (top
side, on the right), the thickness of block of pEG can be estimated to be about 16 nm. TEM images of pEG powder show the
crumpled morphology of the few layer of graphene with wrinkled and disordered sheet-like structure (bottom side, on the
right). From the folded edge of exfoliated graphite nanoplatelets
in the TEM images, the thickness can be estimated to be several
nm. A very relevant morphological feature is shown by the resin
lled with CpEG sample (see on the le of the TEM images).
Graphene sheets and thin graphite blocks seem also selfassembled leading to extended architectures assembled along
the sample (see red ellipses).
A very interesting morphological feature of CpEG sample is
also clearly visible in AFM images of the fracture surface of the
nanolled epoxy composite at loading concentration of 1.8% by
weight of nanoller (see Fig. 4(a)–(b)). The AFM images were
collected on etched samples to partially remove the resin
surrounding the graphene sheets and to better observe the
distribution of the ller inside the epoxy matrix.
In Fig. 4(a) and (b), thin graphite blocks seem assembled
along the sample (see red ellipses in Fig. 4(a)).
The distance between graphitic stacks (see Fig. 4(b)) is
approximatively between 5–10 nm.
This assembling eﬀect seems less visible in the AFM images
of the fracture surface of the nanolled epoxy composite even at
the high loading concentration of 3% by weight of pEG (see
Fig. 4(c))
Also in this case, it is possible to observe folded graphene
sheets resembling the draping of a textile with parallel preferential orientation of graphene layers/blocks (see in phase image
– blue arrows); but in contrast with the previous AFM images,
the graphitic stacks appear thicker, separated by a larger gap
and randomly distributed.

This journal is © The Royal Society of Chemistry 2015
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(a) X-ray diﬀraction patterns of the epoxy mixture TBD, TBD–pEG 2% wt, TBD–CpEG 1.8% wt. (b) TEM images of the nanoﬁlled epoxy
composite at 1.8 wt% of CpEG (on the left) and 2 wt% of pEG (on the right).

Fig. 3

Fig. 5 shows (a) the electrical conductivity of the resins lled
with pEG and CpEG as a function of the ller concentration and
(b and c) the results of dynamic mechanical properties related
to the storage modulus (b) and loss factor (tan d) (c) of the
sample TBD–2% pEG, and sample TBD–1.8% CpEG, and (d) the
schematic arrangement of edge-carboxylated graphene
particles.
The eﬀectiveness of a nanoller and specically of graphenebased materials can be evaluated by considering the achievement of a low percolation threshold (EPT) and high conductivity
at low loading percentage.
From Fig. 5(a) it can be noted that the adopted epoxy matrix is
characterized by a volume conductivity at room temperature of
about 6  1014 S m1. The introduction of graphite-based llers
signicantly aﬀects the electrical behavior of the composite
leading to an abrupt transition from an insulating to a conducting behavior. The conductivity, depending on the amount of
exfoliated graphite characterizing the ller, shows an increase of
more than ve order of magnitude compared to that of the neat
resin. More specically, the DC conductivity at the very low
loading of 1.8% wt for CpEG system, reaches the value of about
0.096 S m1 whereas it is of the order of few pS for pEG. This last
system achieves comparable values of the conductivity for more
than double ller concentration (around 4% wt). In addition, the
remarkable variation in the value of EPT can be hardly attributable exclusively to the variation of EG percentage between the two
samples. In fact, such parameter decreases (i.e. about 3% for
samples pEG and in the range 0.025–0.1% for samples CpEG)
reaching values, which to the best of the authors knowledge, have
never been reported in literature for epoxy resin loaded with this
type of ller. These low EPTs are instead observed when using
mono-dimensional carbon based nanoparticles, such as carbon
nanotubes (CNTs) or carbon nanobers (CNFs).31–34
The observed decrease in EPT depends, most probably, on a
contribution of several synergic factors, for example among

This journal is © The Royal Society of Chemistry 2015

them the higher concentration of carboxylated groups at the
edge of graphene sheets. Such a conjectured mechanism, which
is prevalently observed in TEM images of CpEG, may allow
attractive intermolecular bonding between graphitic nanoparticles, which in turn favors the formation of more eﬃcient
conducting networks in this type of nanocomposites.
This hypothesis seems to be strongly proven by TGA curves of
the llers which indicate an amount of carboxylated groups of
about 10 wt% for the sample CpEG. On the other hand, FTIR
investigation indicates that some of the –OH groups of carboxyl
acids condense with –OH hydroxyl groups to form aromatic
ester groups. This last mechanism is also active during the
preparation of the nanocomposites and together with the
intramolecular H-bonds may be responsible of self-assembly
structures which favor the electrical conductive paths.
It is worth noting that the carboxylic acid moiety is considered to be a highly polar organic functional group. This polarity
results from the presence of a strongly polarized carbonyl
(C]O) group and hydroxyl (O–H) group. The oxygen is a relatively electronegative atom and when covalently bound to
carbon and particularly hydrogen, a strong permanent dipole is
created. In the case of carboxylic acids, the O–H group is even
more strongly polarized than the O–H group of alcohols due to
the presence of the adjacent carbonyl moiety.
These structural features enhance dipole strength and are
responsible for attractions between permanent dipole–dipole
interactions and H-bonds. Hence, the dipoles present in
carboxylic acids allow these compounds to participate in energetically favorable hydrogen bonding (H-bonding) interactions
also with the polar groups of the resin network. This specic last
mechanism should favor a more eﬃcient load transfer between
matrix and ller causing a strong mechanical reinforcement.
The energy associated with the dipoles present in carboxylic
acids on graphitic layers could be directly reected by
mechanical properties. In light of this last consideration,

RSC Adv., 2015, 5, 36969–36978 | 36973
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Fig. 4 (a) AFM images of the fracture surface of the nanoﬁlled epoxy composite at loading concentration of 1.8% by weight of CpEG. (b) AFM
images of the fracture surface of the nanoﬁlled epoxy composite at loading concentration of 1.8% by weight of CpEG. (c) AFM images of the
fracture surface of the nanoﬁlled epoxy composite at loading concentration of 3% by weight of pEG.
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Fig. 5 Electrical conductivity (a), storage modulus (b) and loss factor (tan d) (c) of sample TBD–CpEG 1.8% wt and TBD–pEG 2.0% wt, schematic
arrangement of edge-carboxylated graphene particles (d) (colors are not indicative of speciﬁc properties).

dynamic mechanical tests were performed to verify this
hypothesis.
Fig. 5(b) shows a strong increase in the storage modulus in a
wide range of temperatures, in particular in the range 90 to
210  C for the TBD + 1.8% CpEG sample with respect to the TBD
+ 2% pEG sample and TBD sample (not reported here). No
signicant change is instead observed in the glass transition
temperature (Tg) which is between 240 and 280  C for both the
formulations (Fig. 5(c)). This strong reinforcement in the
storage modulus of the samples with CpEG embedded in the
matrix was found also with diﬀerent composition of the hardener agent. At room temperature, for a concentration of CpEG of
1.0 wt% an increase of 80% was found in the storage modulus.
It is interesting to note that, while the strong increase in the
electrical conductivity is easily obtainable with conductive
nanollers 1D,32,34 such an increase in the elastic modulus has
never been obtained with mono-dimensional conductive
nanollers.
Data and discussion on the properties of epoxy/graphene
nanocomposites highlight the dominant role of the exfoliation degree and edge-carboxylated graphite layers to design
lightweight materials, characterized by both low electrical
percolation thresholds and improved mechanical properties. So
far, this synergy has been a problematic challenge to achieve
because nanoller functionalization can provide superb polymer–particle interactions which are very eﬀective for improving
the mechanical characteristics, but at same time may worsen
electrical conductivity of the nanolled polymer. In the nanocomposites lled with CpEG nanoparticles, we get a signicant
advancement on these two fronts simultaneously. In fact, as for
other nanostructured forms of carbons,34 the presence of

This journal is © The Royal Society of Chemistry 2015

carboxylated groups determines an increase in the storage
modulus. This increase is very consistent also due to selfassembly mechanisms determined by attractive interactions
mainly based on hydrogen bonding between edge-carboxylated
graphitic blocks present in major amount on the edges of CpEG
nanoparticles (see green ellipse of Fig. 5(d)).
FTIR spectra previous discussed highlight that edgecarboxylated graphitic blocks can create self-assembly structures that in some regions can also form aromatic ester groups
bonding diﬀerent graphene layers/blocks, as illustrated in
Fig. 5(d) (see red ellipse). The self-assembly structures represent
an ideal condition to bring together the conductive graphitic
blocks along the percolation paths.
Edge-selective carboxylated nanosheets were already
prepared by other authors.23 Electrical conductivity of 1.1 S m1
was found for ECG pellets alone (not embedded inside the
polymeric matrix), whereas we have found similar values for
nanocomposites with very low ller concentrations. This is a
remarkable result especially if the excellent mechanical
performances achieved at once very high value in Tg, strong
increase in the storage modulus, high thermal stability (see
ESI†) are considered.
A detailed comparison on the physical characterizations of
the same epoxy resin lled with SL graphene sheets is available
in the section “ESI”.†

3 Conclusion
In this study, two sample types characterized by diﬀerent degree
of graphite exfoliation (partially exfoliated graphite pEG and
CpEG) and functionalization (carboxylated groups in CpEG)

RSC Adv., 2015, 5, 36969–36978 | 36975
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were made. Then nanocomposites were prepared by embedding
in the resin pEG and CpEG graphite particles.
It has been found that the percolation threshold reduces
from 3 wt% down to 0.3 wt%, as the carboxylated group content
increases up to 10 wt%. Self-assembly of blocks due to attractive
interactions between edge-carboxylated graphene particles
favors the electrical percolative paths. Edge-carboxylated
nanosheets also increase the nanoller/epoxy matrix interaction, determining a relevant reinforcement in the storage
modulus. A comparative study was made between published
data and our results. It shows that edge structures of graphitic
blocks can be controlled to develop new generation of polymers
with enhanced structural and electrical properties.
The surface chemistry of thin graphitic edges can be tuned at
nanoscale level, to pave the way towards an eﬀective strategy to
overcome drawbacks related to the application of graphenebased materials.
A sound choice of the nanoller nature allows to drive the
changes in the nanocomposite properties towards the set goals.
In this study, it has been found that the functionalization help in
providing a better polymer ller interface. This interface had
help in enhancing both electrical and mechanical properties.
These tangible results were obtained because of strong interactions between nanoller and epoxy matrix and self-assembly
structures in this kind of matrix. Work is still in progress, but
a giant step towards understanding the electrical and mechanical behaviour of in-bulk resins lled with bi-dimensional shaped carbon forms was taken. A further relevant aspect to study is
the eﬀects of graphite exfoliation and functionalization on a
non-polar matrix (such as polyethylene). In order to provide
sound conclusions for this type of matrix, a detailed study is
required which takes into account also the diﬀerent experimental procedures for preparing the nanocomposites which are
deemed to have a strong inuence on the observed properties.
The results of this study will be presented in a future paper.

4 Experimental
4.1

Materials

Two samples of partially exfoliated graphite (pEG) and carboxylated partially exfoliated graphite (CpEG), diﬀering for the
content of carboxylated groups, were prepared with the aim to
achieve consistent comprehension about the properties of
resins lled with graphene-based nanoparticles.
Graphene-based nanoparticles pEG and CpEG are characterized by two diﬀerent degrees of amorphous phase (ca): 56%
(pEG) and 60% (CpEG).
The elementary analysis of the graphitic samples highlighted
an oxygen content of 0.4 wt% for the sample pEG and 8.5 wt%
for the sample CpEG. The sample pEG and CpEG were prepared
as follows: a mixture containing nitric and sulphuric acid and
natural graphite was used. Aer 24 h of reaction, intercalation
within graphene sheets took place to form intercalated graphite
compound. Then the mixture was ltered, washed with water,
and dried in an oven at low temperatures. The intercalated
graphite compound was subjected to sudden heat treatment
temperature of 900  C and rapid expansion then occurred. The
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expansion ratio was as high as 300 times. Change in the degree
of exfoliation was obtained by varying the resident time in the
uidized bed as the time increases, the trapped intercalate
and/or gases would have a second the chance to escape causing
further expansion and exfoliation. The considered ller has a
two dimensional (2D) predominant shape and it is obtained
with an exfoliation procedure from natural graphite, that leads
to obtain 2D conductive particles with an average diameter of
500 mm.
The epoxy matrix was prepared by mixing a tetrafunctional
precursor with a reactive diluent which allows to reduce the
moisture content and to facilitate the dispersion step of
nanollers.32
All the mixtures were cured by a two-stage curing cycles: a
rst isothermal stage was carried out at the lower temperature
of 125  C for 1 hour and the second isothermal stage at higher
temperatures up to 200  C for 3 hours.
4.2

Characterization

Scanning electron microscope micrographs were obtained with a
eld emission Scanning Electron Microscopy (SEM) apparatus
(JSM-6700F, JEOL) instrument operating at 3 kV. Some of the
nanocomposites section were cut from the solid samples by a
sledge microtome. These slices were etched before the observation by SEM. The etching reagent was prepared by stirring 1.0 g
potassium permanganate in a solution mixture of 95 mL sulfuric
acid (95–97%) and 48 mL orthophosphoric acid (85%). The lled
resins were immersed into the fresh etching reagent at room
temperature and held under agitation for 36 hours. Subsequent
washings were done using a cold mixture of 2 parts by volume of
concentrated sulfuric acid and 7 parts of water. Aerwards the
samples were washed again with 30% aqueous hydrogen peroxide
to remove any manganese dioxide. The samples were nally
washed with distilled water and kept under vacuum for 5 days.
The measurements of the dc volume conductivity were performed by using disk-shaped specimens of about 2 mm thickness and 50 mm diameter, the measurement electrode is
circular with a diameter of about 22 mm. The measurement
system, remotely controlled by the soware LABVIEW®, is
composed of a suitable shielded cell with temperature control,
of multimeter Keithley 6517A with function of voltage generator
(max. 1000 V) and voltmeter (max. 200 V) and the ammeter
HP34401A (min. current 0.1 mA) for samples above the percolation threshold. For ones below the percolation threshold the
system is composed only of multimeter Keithley 6517A with
function of voltage generator (max. 1000 V) and pico-ammeter
(min. current 0.1 fA).
Dynamic mechanical properties of the samples were performed with a dynamic mechanical thermo-analyzer (Tritec 2000 DMA-Triton Technology). Solid samples with
dimensions 2  10  35 mm3 were tested by applying a variable
exural deformation in three points bending mode. The
displacement amplitude was set to 0.03 mm, whereas the
measurements were performed at the frequency of 1 Hz. The
range of temperature was from 90  C to 315  C at the scanning
rate of 3  C min1.
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Wide-angle X-ray diﬀraction (WAXD) patterns in reection
were obtained by an automatic Bruker D8 Advance diﬀractometer operating at 35 kV and 40 mA. The nickel ltered Cu-Ka
radiation (1.5418 Å) was used. d-spacings were calculated using
Bragg's law.
The correlation lengths (D) of the graphitic nanoller were
determined using Scherrer's equation (eqn (1))35
D¼

Kl
b cos q

(1)

where K is the Scherrer constant, assumed ¼ 1, l is the wavelength of the incident X-rays, q is the diﬀraction angle and b is
the corrected integral breadth, obtained by subtracting the
instrumental broadening of the closest silicon reection from
the observed integral breadths, as follows: b ¼ bobs  binst. bobs
were determined through a t with a Lorentzian function of the
intensity corrected diﬀraction patterns, adopting the procedure
described by Iwashita et al.36
The instrumental broadening (binst) was also determined
through a tting of Lorentzian function to line proles of a
standard silicon powder 325 mesh (99%). The degree of crystallinity (cc) of the graphitic nanoller was evaluated from X-ray
diﬀraction data, applying the standard procedure of resolving
the diﬀraction pattern into two areas, Ac and Aa, that can be
taken as proportional to the crystalline and the amorphous
fraction of EG, respectively, and calculated, for the 2q range
15–40 , using the equation (eqn (2))
cc ¼

Ac
 100
Ac þ Aa

(2)

according to the classical Hermans–Weidinger method.37
Raman spectra were obtained at room temperature with a
micro-Raman spectrometer Renishaw inVia with a 514 nm
excitation wavelength (laser power 30 mW) in the range
(100–3000 cm1). In order to separate the individual peaks in
the case of unresolved, multicomponent bands, a curve
resolving algorithm was applied, based on the Levenberg–
Marquardt method;26 to reduce the number of adjustable
parameters and to insure the uniqueness of the result, the
baseline, the band shape and the number of components were
xed. The minimum number of components was evaluated by
visual in section on the basis of abrupt changes of slope of the
experimental line-shape. The program was then allowed to
calculate, by a non-linear curve tting of data, the height, the
full width al half height (FWHH) and the position of the individual components. The peak function was a mixed Gauss–
Lorentz line shape of the form:38



x  x0 
H
4 ln 2 þ L x  x0 
f ðxÞ ¼ ð1  LÞH exp 
(3)
w
þ1
4
w
where x0 ¼ peak position; H ¼ peak height; w ¼ FWHH;
L ¼ fraction of Lorentz character.
Elemental analysis was performed with a Thermo FlashEA
1112 Series CHNS-O analyzer, aer pre-treating samples in an
oven at 100  C for 12 h.
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